
STRIP - REBUILD : EXTERIOR MIRROR : 

5 DOOR SALOON OR 3 DOOR SALOON 

1. Special tools  

[1] Release plate (-).1330-E .  

2. Removal  
Remove the exterior rearview mirror  .  

N.B. : The exterior temperature sensor is situated in the exterior mirror ( Right-hand side ) ( According to 
specification ) .  

Unclip the repeater (2) from the base cover (1) ( At "A" ) ; Using the tool [1] .  
Remove the repeater (2) .  

 
Figure : E5AP2R8D

 
Figure : C4CP1MDD
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Unclip the shell (3) ( At "B" ) ; Using the tool [1] .  
Remove the cowling (3) .  

Unclip the base interior cover (4) ( At "C" ) ; Using the tool [1] .  
Remove the base interior cover (4) .  

 
Figure : C4CP1MED

 
Figure : C4CP1MFD
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Unclip the interior cover (5) ( At "D" ) ; Using the tool [1] .  
Remove the interior cover (5) .  
Detach the exterior temperature sensor ( According to specification ) .  

Adjust the exterior mirror glass (7) to the lowest position .  
Reach behind the exterior mirror glass (7) and unclip the exterior mirror glass fixing lugs (6) .  
Detach the exterior mirror glass (7) .  
Disconnect the electrical connections (8) ( According to specification ) .  
Remove the exterior mirror glass (7) .  

 
Figure : C4CP1MGD

 
Figure : C4CP1MHD
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Detach and remove the exterior mirror base (9) seal .  
3 DOOR SALOON AND EXT MIRROR ELECTRIC-FOLD BACK OR 5 DOOR SALOON AND EXT MIRROR ELECTRIC-FOLD BACK  

 
Figure : C4CP1MJD
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Remove the exterior mirror glass (7) motor (11) bolts (10) .  
Detach the exterior mirror glass (7) motor (11) .  

Disconnect the connector (12) by unclipping the exterior mirror glass (7) motor (11) retaining clips (13) one 
after the other ; Using a thin screwdriver ( According to specification ) .  
Remove the exterior mirror glass (7) motor (11) .  

 



 
Cut the black wires of the exterior temperature sensor (15) ( At "E" ) ( According to specification ) .  
Remove the exterior temperature sensor (15) ( According to specification ) .  

3. Refitting  
Restore the electrical connection of the exterior temperature sensor using the welding sleeves (type 
RAYCHEM) then insulate using the heat-shrink sleeve ( According to specification ) .  
Proceed in the reverse order to removal .  
Check the electrical operation of the exterior mirror ( According to specification ) .  

Detach the harness (14) from the exterior mirror frame .  

 
Figure : D6AP02MD
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